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HSK-A40-ER16-80 1-10 28 80

0.5-7 16 75

1-13 42 85

2-20 50 120

1-10 32 80

1-16 42 80

2-20 50 80

2-20 50 120

1-10 32 100

1-10 32 100

1-16 42 100

2-20 50 100

2-20 50 100

1-16 42 80HSK-A40-ER25-80

 HSK-A50-ER16-100

 
HSK-A63-ER16-80

 
HSK-A63-ER16-100

 
HSK-A63-ER25-80

 
HSK-A63-ER25-100

 

HSK-A-ER

HSK-A63-ER32-80

HSK-A63-ER32-100

44.1016.80

HSK-A40-ER20-8544.1020.85

HSK-A40-ER11-7544.1011.75

44.1025.80

54.1016.100

HSK-A50-ER32-10054.1032.100

1-16 42 80HSK-A50-ER25-80 54.1025.80

1-16 42 100HSK-A50-ER25-10054.1025.100

HSK-A50-ER32-12054.1032.120

 
64.1016.80

64.1016.100

64.1025.80

64.1025.100

1-16 42 120HSK-A63-ER25-12064.1025.120

64.1032.80

64.1032.100

HSK-A63-ER32-12064.1032.120

3-26 63 120HSK-A63-ER40-12064.1040.120

.

-1G6.3 15,000min 0.003
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HSK- -ERA

HSK-A100-ER25-120 1-16 42 120

1-16 42 100

2-20 50 120

2-16 42 100

HSK-A100-ER32-100 2-20 50 100

HSK-A100-ER32-120

3-26 63 120

104.1025.120

104.1032.100

104.1032.120

HSK-A100-ER40-100104.1040.100

HSK-A100-ER40-120104.1040.120

HSK-A100-ER25-100104.1025.100

-1G6.3 15,000min 0.003

ER
Accessories:ERcollects wrench coolant tubes

Use:For clamping tools with cylindrical 
        of  DIN 6499shank in collets
Delivery range:Locknut (balanced)

DIN6499

4.56
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